1.  Where is the elevation adjustment made on the AN/PAQ-4C? 

 A. Top/ Bottom

 B. Side

2.  Where is the windage adjustment made on the AN/PAQ-4C?

      A. Top/ Bottom

      B.  Side

3.  Can the metal thumbscrew of the AN/PAQ-4C be hand tightened when mounting?


A. Yes


B. No 

4.  How far will one click adjustment on the elevation knob move the center of the shot group at 25 meters?


_____1_____(cm)

5.  How far will one click adjustment on the windage knob move the center of the shot group at 25 meters?


_____1_____(cm)

6.  How many positions does the on/off switch lever have?

 
A.  1


C.  5

B.  3


D.  7

7.  What two factors will determine the maximum range of the aiming light?


__Ambient Light Conditions______________________


__Type of NVGs used______________________

8. What kind of bracket for the AN/PAQ-4C is hand tightened when mounted to the rail?


__Picatinny rail grabber______________________
9.  What is the purpose of the optical baffle? 


A.  Protection against the rain



C.  Adjust the focus of the IR light


B.  Prevent enemy detection of the IR light
D.  Increase the IR light intensity

10. When should you use the boresight filter?

      __When Boresighting in a dark area or there is little ambient light __

11. After boresighting the PAQ-4C and you remove it from the weapon, you can remount it on any slot on the Picatinny rail and it will maintain its zero.


A.  True


B.  False

12. What type of battery does the AN/PAQ-4C use?


A.  AAA type battery


C.  C type battery


B.  D type battery


D.  AA type battery
13. Where on your rifle can you install the cable switch?

A. Anywhere that does not interfere with the functioning of the weapon

B. Right side of the hand guard

C. On the pistol grip

D.  Left side of the hand guard


14. What is the function of the switch lever shroud? _Prevent Accidental Discharge_

15. What action must be taken to prevent your aiming light from losing its zero while firing? 


_Retighten rail grabber after 1st three rounds are fired__

16. The Insight rail grabber can be tightened to the Rail Adapter System using your Dog Tags.


A. True


B. False

17. A Live Fire confirmation of your zero must be done after boresighting the AN/PAQ-4C to your weapon?


A. True


B. False

18. What is the pre-set zero for the elevation and windage adjusters? 

A. Turn the adjuster all the way clockwise then two turns counterclockwise and align   the white dot with the line on the front flange.

B. Turn the adjuster all the way clockwise then three turns counterclockwise and align the white dot with the line on the front flange.

C. Turn the adjuster all the way counterclockwise then two turns clockwise and align the white dot with the line on the front flange.

D. Turn the adjuster all the way counterclockwise then three turns clockwise   and align the white dot with the line on the front flange.

19. Where is the AN/PAQ-4C mounted on the M16A1/A2 or M4 Carbine? 


A.  Left side mounted


B.  Right side mounted


C.  Top mounted on mounting rail of the M16A2/A4 bracket adapter


D.  Mounted at the bottom on the M16A2/A4 bracket adapter

20. Where is the AN/PAQ-4C mounted on the Modular Weapon System? 


A.  Left side mounted 


C.  Top mounted on upper receiver


B.  Right side mounted 


D.  All off the above
