PERFORMANCE MEASURES

                                                                                                                                          Place TWS into operation.
	
	
	1. Removes the TWS from the carrying case.

	
	
	2. Removes battery from battery pouch.

	
	
	3. Installs battery.

	
	
	4. Turns TWS on.

	
	
	5. Ensures weapon is on safe.

	
	
	6. Removes carrying handle.  M249, and M2 mounts appropriate bracket.

	
	
	7. Loosens the ratchet rail grabber.

	
	
	8. Places TWS on the 4th or 5th notch of the IFTC when mounting it on the M240B.

	
	
	9. Places TWS on the 5th notch of the IFTC when mounting it on the M249.

	
	
	10. Places TWS rail grabber completely on the picatiny rail.

	
	
	11. Mounts the TWS to the weapon.  Tightens down the ratchet rail grabber two clicks. 

	
	
	12. Waits for the cool down period to end.

	
	
	13. Focuses the diopter ring to the individual’s eye.

	
	
	14. Sets the appropriate FOV

	
	
	15. Acquires a target.

	
	
	16. Focuses the objective focus ring.

	
	
	17. Adjust the contrast and brightness

	
	
	18. Makes the necessary adjustments to the site IAW the above scenario.

	
	
	19. Accurately estimates range of three targets to within 50 meters.

	
	
	20. Bore sights TWS in both FOV to standard.

	
	
	21. Can see the 4 cm square cut out of the 25 meter zero target.


Take TWS out of operation.


	
	
	22. Turn TWS off and close lens cover.

	
	
	23. Loosen the torque-limiting knob.

	
	
	24. Remove the TWS from weapon.

	
	
	25. Tighten torque limiting knob

	
	
	26. Remove battery.

	
	
	27. Place the TWS into the carrying case.  PINS DOWN, and zip the bag closed

	
	
	28. Return battery the battery pouch.
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